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Bölgesel Moment Tensör ters çözüm yöntemi, yüksek kalitede geniş bantlı istasyon sayısının artması ile orta büyüklükte (4.0 ≤ M ≤ 6.0) ve bölgesel uzaklıklarda (1° ≤ ∆ ≤ 10°) olan depremlerin kaynak parametrelerinin belirlenmesi için kullanılan bir yöntemdir. Bu çalışmanın amacı, 2005–2008 Sırapınar-Bala (Ankara) depremlerinin kaynak parametreleri ve sismotektonik özelliklerinin incelenmesi ve depremler ile fay yapılarının özelliklerinin deprem verilerinden yararlanılarak bölgenin sismotektonik birimlerinin aydınlatılmasıdır. Bu amaçla Bala ve çevresinde 30.07.2005 ile 18.12.2008 tarihleri arasında meydana gelen ve büyüklükleri 4.0(5.7 arasında değişen 25 adet depremin verisi incelenmiştir. Bunlardan episantr uzaklığı yaklaşık olarak 50(300 km uzaklıkta değişen istasyonlarda kaydedilmiş olan gürültüsüz, üç bileşenli, geniş-band dalga şekilleri ile bölgesel moment tensör analizi yapılmıştır. Çalışmada kullanılan yöntem küresel olarak kullanım alanı bulmakta olup, Dreger Zaman Ortamı Ters Çözüm Kodu olarak bilinmektedir (tdmt_invc). Bu yöntemde çalışma alanlarına uygun kabuk modeli kurulduktan sonra sentetik sismogramlar geliştirilerek ters çözüm yapılır ve sismik moment tensörün sadece deviatorik bileşeni çözülür. Sentetik ve gözlemsel genlikler arasındaki farkı minimuma indirgeyen, yüksek değerde ikili kuvvet çifti oranı ve VR değeri (Varyans azalım değeri) veren model en iyi çözüm olarak alınır. Böylece depremlerin odak mekanizması parametrelerine ulaşılır. Bu parametreler bölgeye ait sismotektonik ve yapısal jeoloji verileri de göz önüne alınarak bölgenin güncel aktif tektonik yapısı araştırılır. Yapılan çalışma sonucunda sinyal/gürültü oranı iyi olan 16 adet depremin (M ≥ 4.0) odak mekanizması elde edilmiştir. Elde edilen sonuçlara göre, bu depremlerden sekiz tanesi KB(GD doğrultulu normal faylanma bileşeni de içerebilen sağ yanal atımlı faylanma mekanizması göstermektedir. Diğer depremler ise KD(GB ve D(B doğrultulu sağ yanal atımlı faylanma mekanizması ile meydana gelmektedir. Odak mekanizması çözümlerinin çoğunluğunun KB(GD doğrultulu olması, 2005(2008 deprem etkinliğinin genel karakteristiğinin KB(GD doğrultulu sağ yönlü doğrultu atımlı faylanma ile temsil edildiğini göstermektedir. Depremlerin meydana geldiği yer, MTA Diri Fay Haritasına göre Ankara ili yakınındaki Tuz Gölü fayının sona erdiği bölgedir ve bu bölge KB(GD ve KD(GB doğrultulu, uzunluğu 10 km yi geçmeyen çapraz fay sistemleri içermektedir. Odak mekanizması çözümlerinin bölgenin aktif tektoniği ve yerel jeolojik özellikleriyle uyumlu sonuçlar verdiği görülmektedir. 
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Regional Moment Tensor (RMT) method is commonly used to determine source parameters of moderate size earthquakes (4.0 ≤ M ≤ 6.0) recorded at regional distances (1° ≤ ∆ ≤ 10°), and it is widely accepted due to increasing number of high quality broad-band stations. The goal of this study is to analyse seismotectonic characteristics and source parameters of Sırapınar-Bala (Ankara) earthquakes occurred during 2005(2008, and to explain the geometry of active fault structures in the region by using seismological data. For this purpose, we have analysed 25 earthquakes (4.0 ≤ M ≤ 5.7) occurred between 30.07.2005 and 18.12.2008 in the region. We used three-component broad-band waveforms for which signal amplitudes were large enough, and recorded at epicentral distances between 50(300 km to obtain moment tensor solutions. Methodology used in this study is known as Time Domain Moment Tensor Inverse Code (tdmt_invc). In the inversion, we have adapted suitable crustal structure of the region. And then synthetic seismograms are calculated in order to compare the observed seismograms in terms of shape and amplitudes. This method solves only the deviatoric component of the seismic moment tensor. Thus the best solution was taken as the one that has minimum misfit betweeen observed and synthetic seismograms, and highest double-couple percentage and variance reduction. Hence, these parameters are used to investigate active tectonics of the region in the light of seismotectonics and structural geology of the region. In this study we have consequently obtained focal mechanism solutions of 16 earthquakes (M ≥ 4.0 ) which have good signal/noise ratios. According to focal mechanism solutions eight of them showed NW-SE direction with right lateral strike slip faulting, and some of them with normal faulting component. However, other earthquakes have NE​(SW-, E(W-directed right lateral strike slip mechanisms. Generally, most of the solutions indicating NW(SE directions pointed out that the characteristics of 2005(2008 earthquake activity represents the NW(SE right lateral strike slip mechanism. Epicenters of these earthquakes are located at the end of Tuz Lake fault near Ankara. However, this region also includes NW(SE or NE(SW strike slip faults and cross-cutting faults whose length does not exceed 10 km as published by MTA. Furthermore the focal mechanism solutions are consistent with the reported active tectonics of the local geological features of region 
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