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Yol açtıkları zarar ve kayıplar göz önünde bulundurulduğunda heyelanlar ülkemizde depremlerden sonraki ikinci önemli doğa olayı konumundadır. Bu nedenle, heyelan hareketlerinin izlenmesi tüm dünyada olduğu gibi ülkemiz açısından da önem taşımakta ve yerbilimi çalışmalarında önemli bir yer tutmaktadır. Çalışma kapsamında önerilen yenilikçi yaklaşım, Marmara Denizi kıyısındaki Gürpınar (İstanbul) heyelan bölgesinde uygulanmıştır. Bu yaklaşım, heyelandan kaynaklanacak zararların en aza indirilmesine yönelik karar-destek süreçlerine önemli bilgiler sağlamaktadır. Gürpınar'daki heyelan bölgesinde kurulan jeodezik ağda ‘Global Konum Belirleme Sistemi (GPS)’ ile yapılan jeodezik ölçüler kullanılarak bölgedeki heyelan blokları ‘Bulanık Çıkarım Sistemi (BÇS)’ ile belirlenmiştir. Tespit edilen heyelan blokları ayrıca yağış, yeraltı suyu, eğim gibi farklı kaynaklardan gelen diğer veri setleri ile bir ‘Mekansal Bilgi Sistemi (GIS)’ uygulaması üzerinde oluşturulan bir dinamik deformasyon modelinde birleştirilerek, heyelan bölgesinde oluşan hareketin analizleri yapılmıştır. Böylece yüzey deformasyonunu ve risklerini belirlemeye yönelik mekansal analizler, farklı yapıdaki mekansal veriler ve tematik bilgilerden yararlanılarak, bulanık modellemenin GIS içerisinde kullanılabildiği bir yaklaşımla gerçekleştirilmiştir. Bu bildiride elde edilen bu sonuçlar tartışılarak ayrıntılı olarak verilecektir. 
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Landslides in Turkey is the second most important threat among natural hazards, after earthquakes, when considering negative effects, losses, damages and casualties caused by geohazards. Therefore, monitoring of landslides is invaluable in Turkey as well as all over the world and studied intensively in geosciences. The innovative approach proposed in the scope of this study has been performed for a landslide area in Gurpinar (İstanbul) on the shore of the Sea of Marmara (Turkey). This approach provides useful data and information to decision-support processes in order to minimize the negative effects of landslides. In the geodetic network that covers the landslide area in Gürpınar, ‘Global Positioning System (GPS)’ survey has been carried out and the landslide blocks in the area have been determined with ‘Fuzzy Inference System (FIS)’ using the GPS measurements. The fixed landslide blocks has been merged with other kind of triggers, such as precipitation, slope, ground water, etc., within a dynamic deformation model which was generated in a ‘Geospatial Information System (GIS)’ application. Thus, the landslide movements occurred in the area could be analyzed and interpreted through the geomodel utilizing GIS technology. Consequently, the spatial analyses to determine ground deformation and risks have been accomplished using different spatial and thematic information in distinct formats in the way that taking advantage of fuzzy logic modeling within GIS application. In this paper, all the results that obtained from the study will be given in detail.
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